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SHOE FABRICATION TECHNIQUES 

CHAPTER 3 

ALTERNATIVE REGULAR WEIGHT 
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The alternative regular weight shoe is another variation of techniques, processes, materials and compromises. 

The purpose is to satisfy the diverse needs of individual wearers. The alternative regular weight still maintains 

the desirable attributes of the traditional regular weight shoe. 

As an amateur, vocational or professional molded shoe, boot or sandal maker, you should have a good       

understanding of alternative methods and materials. You will then be able to choose and select the best way 

for your intended application. Maybe you will even develop your own modifications as circumstances require. 

The important principle to maintain is quality of the final product, to provide a proper fit and comfort to the 

wearer. This is always based on the philosophy that the best custom footwear is achieved by molding the 

pe^mb lc qeb cllqtb^o ql tb^obo©p cbbq+ >`efbsfkd cloj ^ka pm^`b fp qeb ^oqfp^k©p `e^iibkdb+ 

1 .,5« Mb-IfqbÀ &0jj' fp `rq colj pebbq ql j^hb fkpboq

for foot bed inside of shoe. 

2 Pe-IqfbÀ fp eb^qba fk lsbk ^q ^_lrq /2-C rkqfi fq

slightly begins to curl. 

3 Pe-IffqbÀ fp mi^`ba lk qlm lc cl^j+ I^pq fp mi^`ba lk

top of Pe-IfqbÀ ^ka mobppba fkql cl^j rkqfi fq `llip bklrde ql

take and retain the shape of the bottom of last. 

4 Single edge razor blade is used to trim off excess   

Pe-IfqbÀ+ 
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5 Ditto. 6 Pe-IfqbÀ fp p^kaba pl badbp jbbq qeb mbombkaf`ri^o

edge of last. 

7 Ditto. 8 Ditto. 

9  Last is soaked in water for about one minute or so. 10  Pattern of lining is placed on lining leather and outer 

shape of pattern is traced or transferred to smooth side of lining 

leather. 



Book 1 of 4 SHOE FABRICATION TECHNIQUES  

  

  

  

  

  

 

MURRAY SPACE SHOE name and design is a registered trademark. 

 

 
п 

11 Ditto. 12  Lining leather is cut to shape of pattern. 

13  Ditto. 14  Latex is applied to smooth side of lining leather. 

15  Ditto. 16  Latexed surface of lining leather is placed on last and 

pressed into place when wet. 
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17 Second lining leather piece is placed on last and 

pressed into place. 

18  Razor blade is used to cut off waste. 

19  Ditto. 20  Ditto. 

21  Common edges are cut at inner side seam. 22  Common edges are cut at lace opening. 
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23 Upper edge of shoe is marked. 24  Ditto. 

25  Glue is applied to design string. 26  Glue is applied to lining leather. 

27  Ditto. 28  Design string is placed on lining leather. 
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29 Ditto. 30  Ditto. 

31  Insert is put on proper position on last. 32  Double knit sock is pulled over last. 

33  Ditto. 34  Ditto. 
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35 If a standard (heavy) weight shoe is desired, a     

second double knit sock is pulled over first sock. If a lighter 

weight (less ridged) shoe is desired only one sock can be used. 

36  Ditto. 

37  Ditto. 38  Ditto. 

39  Ditto. 40  The socked last is dipped in latex (preferably 3E6S). 
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41 Ditto. 42  Excess latex is pressed out of socks. 

43  Ditto. 44  Ditto. 

45  Ditto. Sock is hand molded to fit contours of last! 46  Ditto. 
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47 Ditto. 48  Ditto. 

49  Heel Monks Cloth is dipped into latex. 50  Latex is pressed evenly into Monks Cloth. 

51  Latexed Monks Cloth is applied to latexed sock. 52  Ditto. 


