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This is another high Humboldt boot made for the trail and wilderness hiking of an avid birder. Comfort is the 

main criteria for this wearer, who has very broad forefeet of two slightly different sizes and very tender bunion 

joints. 

 

This customer had acquired several pairs of shoes and a lower Humboldt boot previous to this request. This 

customer has been very, very satisfied with all past shoes and boots. 

1 The preliminary work has been done. The cast has 

been prepped. The last has been finished, inserts made and 

attached. The levelness of stance has been set for a natural 

vertical or medial/lateral tilt for each last. 

2 The lining leather is measured and cut. 

3 The last with inserts is soaked in water one to two 

minutes. 

4 The lining leather  is latexed with about a 40 to 60 

percent solids to water ratio mixture. 



 CHAPTER 7 Another Boot Technique 

  

  

  

  

  

  

@lmvofdeq » /-.2 _v Co^khifk Bpmofbii^- all reproductions are unauthorized. See page viii for personal use exception. 

о 

5 The lining leather is pushed, pulled, stretched and 

pressed onto last until it conforms to the shape of the last. 

6 This will be a short lining (no lining over toe box area) 

so a small piece is added under tongue and rivet area. 

7 The design cords are added. 8 Ditto. 

9 Ditto. 10  The design cords are matched so both right boot and 

left boot will look like a matched pair. Because of sensitivity of 

bunion joints, the bottom of lace opening is offset laterally on 

each boot. 
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11 Double knit socks are put over last and lining leather. 

After the socks are on, tacks are located and lifted though the 

socks. Markings can be put on socks to locate desired positions 

of Monks Cloth edges.  

12  The socked boot is dipped in latex with a 40 to 60 

percent solids to water ratio. 

13  A heel Monks Cloth is latexed. 14  The Monks Cloth is cut to size. 

15   A bottom Monks Cloth is added. 16  Ditto. Medial view. 
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17 Ditto. Lateral view. 18  The Monks Cloth is cut with scissors or razor blade 

and, if needed, it can be sanded to smooth the cut edge. 

Markings are to aid your observation of desired location of 

material   edges. 

19  Medial view. 20  Lateral view. 

21  Parchment baking paper is cut to size. 22  Qeb ªjraafkd« i^qbu lc ^_lrq 1- ql 3- mbo`bkq plifap

ql t^qbo o^qflk fp mlroba fkql ªjra« jfufkd _lti+ 


